MEADOW LAKES HOMEOWNERS ASSOCIATION
DESIGN GUIDELINES
LIFESTYLE LOT NEIGHBORHOOD

(Revised August 1, 2006)

The following standards have been developed and promulgated by the Declarant in
accordance with Article IX, Section 9.2.2 of the Supplemental Declaration and are
applicable to all new construction and all modifications or improvements. These Design
Guidelines are not part of the Supplemental Declaration and can be amended by the
Declarant or the Association without a vote of the Owners. .

There is no requirement that these Guidelines be recorded or rerecorded if amended or
modified. Each Builder and Owner is cautioned to request the most current version of the
Guidelines prior to undertaking any improvement. The most current version shall be on
file with the Declarant and/or the Association.

NOTE: PRIOR PLAN APPROVAL IS REQUIRED ALL STRUCTURES OR
IMPROVEMENTS PLACED ON THE LOT BY THE HOMEOWNER.

GENERAL GUIDELINES APPLICABLE TO ALL LOTS
House Placement and Yard Grading. Dwelling Units shall conform to existing
grade and drainage patterns. Builders shall be responsible to regrade the Lot to conform the

drainage plan approved for the subdivision.

The following guidelines shall be used in determining placement with respect to style and
elevations:

a. There must be a minimum of one different housetype elevation separating like
models next to each other.

b. Homes with intersecting lot lines or directly across the street from each other can
have the same housetype elevation.

g On a cul-de-sac, homes with intersecting lot lines can have the same elevation.

d. On a cul-de-sac, no two consecutive homes can have the same elevation type.
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Dwelling Type. No building shall be erected, altered, placed or be permitted to remain
on any Lot other than one single-family dwelling and a garage for at least two cars. A single-
family dwelling shall meet the following requirements:

a.

A one story dwelling structure, the living area being the first floor space only,
constructed with or without a basement and a space between the first floor ceiling
and the roof of inadequate heights to permit its use as a dwelling place.

A story and a half or “Cape Cod” dwelling structure, the living area of which is
on two levels connected by a stairway and constructed with or without a
basement. The upper level is constructed within the gable portion of the roof.
Window penetrations are made by use of dormers.

A two-story dwelling structure, the living area of which is on two levels
connected by a stairway, constructed with or without a basement. (Revised 8/1/06)

Mandatory Exterior Included Features. The following shall be included:

a.
b.

C.

™o a

Weathered Wood Dimensional Architectural Shingles

Garage Doors with square windows

Carved wood vinyl siding with vinyl corners, 6” beaded, bath and dryer vents to
be almond.

Garage Door opener, all doors

Black double-box, single post mailbox (two homes share mailbox)

If using stone on exterior, buff tinted grout color for the stone

[f installing lamp posts, Roman bronze color to match the exterior lighting

Dwelling Unit Size. Dwelling Units must be at least 1200 square feet for any

Dwelling Unit. Declarant reserved the right to make minor variances if, in its sole opinion, the
intent of the section is maintained.

Roof. The roof and gables of each Dwelling unit shall be no less than 6 - 12

pitch. Porch and patio roofs may be 3.5 - 12 pitch. All shingles shall be of a uniform color.
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